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Portable Lighting

HAZARDOUS LOCATION BATTERY POWERED LIGHT
Class I, II Div. I, II Group D, G Standards

The Series 8000 "Inspector" is designed specifically for hazardous duty and or severe service applications.
The unit is designed for hands on or hands free operation, in wet or dry locations, is impact resistant, spark
proof and rechargable.  The unit utilizes a leak proof 6 volt gel cell battery, which is capable of being fully
recharged from any point in the discharge cycle.  The battery is designed with a belt mount loop and is
equiped with a battery level display. Battery life is approxamitly 4 hours and has a 15 minute Low Battery
"Exit" circuit.

The Light unit, is of Lightweight Polyurethane Construction, utilizing an "electronic" no spark switch, white
light halogen bulb, a replacable Pyrex lens and Aluminum reflector.  The Light is supplied with a 6 foot
armoured coiled extension cable.

Series 8000 Part Numbers and Description

8000S Complete System NSN  6230-01-455-0424
Includes: 2 batteries hard wired to the light head

1 Charging Stand
2 Nylon Belts
1 Spare parts kit - P/N 8111

Kit includes:   1 Reflector
         1 Pyrex lens
         2 Halogen Bulb

8000SL NSN  6230-01-455-0431
Includes: 1 battery hard wired to the light head

1 Charging Stand
1 Nylon Belts
1 Spare parts kit - P/N 8111

8001-1             1 Additional battery with light NSN 6230-01-455-0433
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